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Návod k instalaci a použití

CHYTRÝ BATERIOVÝ ČASOVÝ  
SPÍNAČ S BLUETOOTH 
pro připojení na zahradní kohout

Model: 94995

ORBIT® Irrigation Products, Inc.

w w w.agf-zavlahy.cz
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Protokoly:
Mezinárodní modely mají Prohlášení o shodě a potvrzení CSA a CE

Oznámení o obchodní známce:
Water Master je registrovanou obchodní známkou společnosti Orbit Irrigation Products, Inc.

Likvidace

Pokyny pro likvidaci
   Obaly  a  obalové pomůcky jsou recyklovatelné a měly by být předány k recyklaci. 

Obalové materiály,  jako  igelitové  pytle,  je  třeba uschovat mimo dosah  dětí.

   Baterie, včetně těch, které jsou bez těžkých kovů,  by  neměly  být  zlikvidovány společně 
s domácím odpadem. Použité baterie zlikvidujte   s  ohledem   na   životní   prostředí. 
Zjistěte  si  právní  předpisy  platné  ve  vaší oblasti.

Informace pro uživatele ze zemí Evropské unie

Tento symbol na výrobku nebo jeho balení znamená, že vaše elektrické 
nebo elektronické za řízení  by  mělo  být znehodnoceno na konci doby své  
životnosti  odděleně  od běžného  domácího  odpadu.

V zemích  EU  jsou  různé  systémy  sběru  a recyklace odpadu.

Více informací získáte od místní samosprávy nebo od prodejce, od kterého 
jste výrobek zakoupili.

Záruční ustanovení:
Na toto zařízení poskytujeme záruku 24 měsíců od data nákupu, potvrzeného prodejním 
dokladem.

Pokud hrozí nebezpečí mrazu, časovačý spínač demontujte z kohoutku  
a uložte uvnitř budovy, aby nedošlo k jeho poškození mrazem. 

Filtr zachycuje nečistoty a prodlužuje životnost časovvého spínače. 
Filtr pravidelně čistěte.

DIAL—Rotate the dial to customize your
watering schedule.
+/- Buttons—Use these buttons to adjust
time and program. While in AUTO press + to
activate Rain Delay.
ARROW—Moves cursor around the screen  
during programming. 
MANUAL—Press to water manually 
CLEAR—Press to clear programming.
RESET—Press to reset back to factory settings.

AUTO—Timer waters according to your 
customized schedule.
SET CLOCK—Set the time of day.
START TIME—Select what time you would  
like to start watering.
HOW LONG—Determine how long to water
HOW OFTEN—Choose how often you will water
OFF—Turn off all watering.

INSTALLING THE BATTERIES
1. Remove the tray on the back of the timer by 

sliding or pulling it out.
2. Insert two AA (1.5V) alkaline batteries (not 

included) and replace the tray.

Note: Firmly replace the battery tray to ensure 
water resistance and increase battery life. You 
will know the battery tray is fully inserted if it 
does not pull out easily. Used up or dead batteries 
must be removed from the timer and disposed of 
properly. Replace batteries when low battery icon 
appears on display. Do not dispose of batteries in 
fire. Batteries may explode or leak.

TIMER FEATURES

PROGRAMMING THE TIMER
Set Clock and Day

1. Turn dial to SET CLOCK.
2. Using the +/- buttons, set the time of day, 

including AM and PM. Timer advances faster if 
button is held down.

3. Press the ARROW button to set current day. 
4. Press the +/- buttons to move between and 

select the current day of the week. Press the 
ARROW button to toggle back to the time 
of day.

5. Turn dial to save changes

Start Time
A start time is the time of day that the timer  
will begin to water.  This timer features four 
start times (A, B, C, & D).

1. Turn dial to START TIME.
2. Press the ARROW button to move through and 

select a start time; A, B, C, and/or D.  
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When expecting freezing temperatures, timers 
should be removed from the tap and stored 
indoors to avoid potential freeze damage.

Filter traps dirt particles, prolonging 
life of timer. Clean filter regularly and 
replace if worn.

Important, please read!

3. Using the +/- buttons, set your first start time, 
including AM and PM. Timer advances faster 
if button is held down. A box is placed around 
each programmed start time. 

Note: To remove a start time press CLEAR.
4. Repeat steps 2 - 3 to program additional 

start times. 
Note: Only one start time is required.
5. Turn dial to save changes.

How Long
1. Turn dial to HOW LONG.

2. Using the +/- buttons, select watering 
duration from 1 to 360 minutes. Timer 
advances faster if button is held down.

Note: To remove a watering duration  
press CLEAR.
3. Turn dial to save changes.

1 Outlet Tap
TIMER

START TIME
B C

CYCLE
DA

CYCLE
A

MINUTES

START TIME
AM

B C
CYCLE

D

PM

S M T W T F S
INTERVAL

A

MINUTES

MANUAL

HOURSDAYS
RAIN
DELAY

EVERY NEXT 

DIAL—Rotate the dial to customize your
watering schedule.
+/- Buttons—Use these buttons to adjust
time and program. While in AUTO press + to
activate Rain Delay.
ARROW—Moves cursor around the screen  
during programming. 
MANUAL—Press to water manually 
CLEAR—Press to clear programming.
RESET—Press to reset back to factory settings.

AUTO—Timer waters according to your 
customized schedule.
SET CLOCK—Set the time of day.
START TIME—Select what time you would  
like to start watering.
HOW LONG—Determine how long to water
HOW OFTEN—Choose how often you will water
OFF—Turn off all watering.

INSTALLING THE BATTERIES
1. Remove the tray on the back of the timer by 

sliding or pulling it out.
2. Insert two AA (1.5V) alkaline batteries (not 

included) and replace the tray.

Note: Firmly replace the battery tray to ensure 
water resistance and increase battery life. You 
will know the battery tray is fully inserted if it 
does not pull out easily. Used up or dead batteries 
must be removed from the timer and disposed of 
properly. Replace batteries when low battery icon 
appears on display. Do not dispose of batteries in 
fire. Batteries may explode or leak.

TIMER FEATURES
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including AM and PM. Timer advances faster if 
button is held down.

3. Press the ARROW button to set current day. 
4. Press the +/- buttons to move between and 

select the current day of the week. Press the 
ARROW button to toggle back to the time 
of day.

5. Turn dial to save changes

Start Time
A start time is the time of day that the timer  
will begin to water.  This timer features four 
start times (A, B, C, & D).

1. Turn dial to START TIME.
2. Press the ARROW button to move through and 
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When expecting freezing temperatures, timers 
should be removed from the tap and stored 
indoors to avoid potential freeze damage.

Filter traps dirt particles, prolonging 
life of timer. Clean filter regularly and 
replace if worn.

Important, please read!

3. Using the +/- buttons, set your first start time, 
including AM and PM. Timer advances faster 
if button is held down. A box is placed around 
each programmed start time. 

Note: To remove a start time press CLEAR.
4. Repeat steps 2 - 3 to program additional 

start times. 
Note: Only one start time is required.
5. Turn dial to save changes.

How Long
1. Turn dial to HOW LONG.

2. Using the +/- buttons, select watering 
duration from 1 to 360 minutes. Timer 
advances faster if button is held down.

Note: To remove a watering duration  
press CLEAR.
3. Turn dial to save changes.

1 Outlet Tap
TIMER

START TIME
B C

CYCLE
DA

CYCLE
A

MINUTES

START TIME
AM

B C
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D

PM
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Pozor:
Před likvidací musí být z přístroje vyjmuty baterie. 
Nevhazujte baterie do ohně.  Baterie mohou explodovat.
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Úvod
Blahopřejeme Vám k zakoupení chytrého časového spínače B-hyve s Bluetooth rozhraním. 
Zalévání ještě nikdy nebylo rychlejší, snazší a pohodlnější díky možnosti ovládání pomocí 
aplikace ve Vašem telefonu. Zařízení využívá Bluetooth čip, který má velký dosah až 45 m, 
aby maximalizoval vzdálenost, na kterou můžete závlahu naprogramovat, ručně ovládat  
a kontrolovat průběh zalévání. Zařízení funguje podobně jako jiná zařízení s Bluetooth 
připojením, tedy pokud jste v dosahu časového spínače, můžete jej pomocí B-hyve 
aplikace ovládat.

Časové spínače jsou nejjednodušší a nejlevnější variantou pro snadné vybudování 
jednoduchého automatického zavlažování s jednou zavlažovací větví. Připojují se na 
zahradní kohout (3/4“) a nepotřebují připojení do elektrické sítě, protože jsou napájeny 
dvěma alkalickými bateriemi typu AA (tužkovými), které vydrží minimálně jednu 
zavlažovací sezónu. Za časový spínač se napojí zavlažovací větev s postřikovači nebo 
kapkovou závlahou. 

Časové spínače jsou vyrobeny z kvalitního plastu, který odolává povětrnostním vlivům, 
a jsou určeny i k venkovnímu použití. Jsou vybaveny na vstupu vody filtrem proti 
mechanickým nečistotám

V případě, že Bluetooth nemá dostatečný dosah, nebo chcete využít možnosti ovládat 
zařízení odkudkoliv na světě, zvolte variantu s WiFi hubem. 
Díky připojení k internetu má časový spínač navíc možnost automaticky upravovat 
závlahu na základě předpovědi počasí.

Ovládací prvky

Congratulations on the purchase of your B-hyve Bluetooth Hose Faucet Timer! Faucet watering  
has never been faster, easier or more convenient with the ability to control it from your phone.  
You can schedule, manually operate and monitor flow without climbing through your shrubs to 
access the timer. The timer works much like other Bluetooth devices: if you are within range of 
the timer you can connect to it with the push of a button via the home screen in the app. Your 
B-hyve Hose Faucet Timer uses a Bluetooth chip that has great range, up to 150 ft., to maximize the 
distance from which you can connect. It also allows you to water down to seconds, which is great for 
gardening, hydroponics, filling pet dishes or even bird baths  

If Bluetooth doesn’t provide the flexibility you need, you can add the B-hyve Wi-Fi Hub to 
connect to your hose faucet timer from anywhere in the world. With the addition of a hub you 
can connect to the Internet and have your timer automatically update and adjust based on the 
weather forecast.  

Whatever your connected outdoor watering needs, B-hyve provides best-in-class smart products 
to help you more effectively manage and control your watering. Thanks for your purchase, and 
welcome to B-hyve. 

Meet the B-hyve™ Hose Faucet Timer

Filter

On/Off Button

Battery Tray

Outlet

LED Light

on/off

Hose Faucet Connection
Převlečná matice 3/4“  
pro připojení na 
zahradní kohout a filtr

Držák baterií

LED diodaON/OFF tlačítko

Vnější závit 3/4“

Filtr
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Meet the B-hyve App Home Screen

Local Temperature

Stop Watering

Next Zone

Settings

Remote Control or Home Button

Timer Connected/
Reconnect to 
Bluetooth Button

Running Status/
Messaging

Rain Delay

Calendar

Zone ListPrograms

Battery Life

Tap to Switch Devices
Aplikace B-hyve

Klepnutím přepnete zařízení

Informace o počasí

Nastavení

Seznam  
zavlažovacích větví

Programy

Kalendář

Odložení závlahy

Informace 
o stavu závlahy

Informace 
o Bluetooth připojení

Stav baterie

Zastavení zavlažování

Přepnutí na další  
zavalžovací větev

Technická specifikace
Dosah Bluetooth: 45 m bez rušení 
Napojení na zahradní ventil a hadici 3/4“
Pracovní tlak vody: 0,7–6,8 barů
Teplota vody: jen na studenou vodu
Provozní teplota: 0 ° C–70 ° C
Napájení: dvě tužkové alkalické baterie typu AA 1,5 V
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Pozor:
Neumisťujte zařízení do podzemní šachtice ani do jiných míst, 
kde bude Bluetooth signál rušen.

Počáteční nastavení aplikace B-hyve

Počáteční nastavení časového spínače

Initial B-hyve App Setup
1) Download the B-hyve App
If you don’t already have the B-hyve App on your smart device,  
search for “B-hyve” and download the free Android or iOS app.

2) Open the B-hyve App
Create an account or login with an existing account to begin timer setup.

3) Add a Device
There is a wizard in the app to guide you through initial set up of your timer.  
In addition, there are help icons throughout the app with more information  
and useful tips.

Initial B-hyve Timer Setup
1) Insert Two AA Batteries
Batteries are not included and you will need two alkaline AA batteries to 
power your timer. Remove the battery tray and install the batteries according 
to the drawings located in the tray. Firmly reinstall the battery tray back into 
the timer. 

Your timer is now in pairing mode and will flash a blue light every 5 seconds.  
You will also hear two clicks about 6 seconds apart, this is normal and ensures  
the valve is closed before you turn on the water.

 If at any time you need to re-pair, press the on/off button  
 quickly 5 times. 

 Replace batteries when timer flashes a red light every 5 seconds,  
 or when the app notifies you that batteries need replacing.

If you remove or change the batteries, you will need to reconnect to  
Bluetooth to set the correct time and date. 

2) Install the Timer
Connect the timer to an outdoor hose faucet. Your timer is now ready to  
be used with any product that can be attached to a standard hose faucet.

 Do not place the timer in an underground valve box or anywhere  
 your Bluetooth signal will be obstructed.

3) Turn on Your Water
The water must remain on for the timer to work properly.

on/off

Initial B-hyve App Setup
1) Download the B-hyve App
If you don’t already have the B-hyve App on your smart device,  
search for “B-hyve” and download the free Android or iOS app.

2) Open the B-hyve App
Create an account or login with an existing account to begin timer setup.

3) Add a Device
There is a wizard in the app to guide you through initial set up of your timer.  
In addition, there are help icons throughout the app with more information  
and useful tips.

Initial B-hyve Timer Setup
1) Insert Two AA Batteries
Batteries are not included and you will need two alkaline AA batteries to 
power your timer. Remove the battery tray and install the batteries according 
to the drawings located in the tray. Firmly reinstall the battery tray back into 
the timer. 

Your timer is now in pairing mode and will flash a blue light every 5 seconds.  
You will also hear two clicks about 6 seconds apart, this is normal and ensures  
the valve is closed before you turn on the water.

 If at any time you need to re-pair, press the on/off button  
 quickly 5 times. 

 Replace batteries when timer flashes a red light every 5 seconds,  
 or when the app notifies you that batteries need replacing.

If you remove or change the batteries, you will need to reconnect to  
Bluetooth to set the correct time and date. 

2) Install the Timer
Connect the timer to an outdoor hose faucet. Your timer is now ready to  
be used with any product that can be attached to a standard hose faucet.

 Do not place the timer in an underground valve box or anywhere  
 your Bluetooth signal will be obstructed.

3) Turn on Your Water
The water must remain on for the timer to work properly.

on/off

Initial B-hyve App Setup
1) Download the B-hyve App
If you don’t already have the B-hyve App on your smart device,  
search for “B-hyve” and download the free Android or iOS app.

2) Open the B-hyve App
Create an account or login with an existing account to begin timer setup.

3) Add a Device
There is a wizard in the app to guide you through initial set up of your timer.  
In addition, there are help icons throughout the app with more information  
and useful tips.

Initial B-hyve Timer Setup
1) Insert Two AA Batteries
Batteries are not included and you will need two alkaline AA batteries to 
power your timer. Remove the battery tray and install the batteries according 
to the drawings located in the tray. Firmly reinstall the battery tray back into 
the timer. 

Your timer is now in pairing mode and will flash a blue light every 5 seconds.  
You will also hear two clicks about 6 seconds apart, this is normal and ensures  
the valve is closed before you turn on the water.

 If at any time you need to re-pair, press the on/off button  
 quickly 5 times. 

 Replace batteries when timer flashes a red light every 5 seconds,  
 or when the app notifies you that batteries need replacing.

If you remove or change the batteries, you will need to reconnect to  
Bluetooth to set the correct time and date. 

2) Install the Timer
Connect the timer to an outdoor hose faucet. Your timer is now ready to  
be used with any product that can be attached to a standard hose faucet.

 Do not place the timer in an underground valve box or anywhere  
 your Bluetooth signal will be obstructed.

3) Turn on Your Water
The water must remain on for the timer to work properly.

on/off

Initial B-hyve App Setup
1) Download the B-hyve App
If you don’t already have the B-hyve App on your smart device,  
search for “B-hyve” and download the free Android or iOS app.

2) Open the B-hyve App
Create an account or login with an existing account to begin timer setup.

3) Add a Device
There is a wizard in the app to guide you through initial set up of your timer.  
In addition, there are help icons throughout the app with more information  
and useful tips.

Initial B-hyve Timer Setup
1) Insert Two AA Batteries
Batteries are not included and you will need two alkaline AA batteries to 
power your timer. Remove the battery tray and install the batteries according 
to the drawings located in the tray. Firmly reinstall the battery tray back into 
the timer. 

Your timer is now in pairing mode and will flash a blue light every 5 seconds.  
You will also hear two clicks about 6 seconds apart, this is normal and ensures  
the valve is closed before you turn on the water.

 If at any time you need to re-pair, press the on/off button  
 quickly 5 times. 

 Replace batteries when timer flashes a red light every 5 seconds,  
 or when the app notifies you that batteries need replacing.

If you remove or change the batteries, you will need to reconnect to  
Bluetooth to set the correct time and date. 

2) Install the Timer
Connect the timer to an outdoor hose faucet. Your timer is now ready to  
be used with any product that can be attached to a standard hose faucet.

 Do not place the timer in an underground valve box or anywhere  
 your Bluetooth signal will be obstructed.

3) Turn on Your Water
The water must remain on for the timer to work properly.

on/off

Informace o počasí

Nastavení

Seznam  
zavlažovacích větví

Zastavení zavlažování

Přepnutí na další  
zavalžovací větev

1. Stáhněte aplikaci B-hyve
Vyhledejte a stáhněte si bezplatnou aplikaci „B-hyve“ pro Android  
nebo iOS, pokud ji již nemáte nainstalovanou ve svém chytrém  
zařízení.

2. Otevřete aplikaci B-hyve 
Chcete-li zahájit programování časováho spínače, vytvořte si noý účet 
nebo se přihlaste k již existujícímu.

3. Přidejte časový spínač k Vašemu účtu
V aplikaci je průvodce, který vás provede úvodním nastavením 
časového spínače 

Kromě toho jsou v aplikaci ikony nápovědy s dalšími informacemi  
a užitečné tipy.

1. Instalace baterií
Budete k potřebovat dvě alkalické baterie AA pro napájení časovače.  
Baterie nejsou součástí dodávky. 

Vyjměte držák baterií vložte do něj baterie podle symbolů na držáku 
a ten vraťte zpět.

2. Instalace  časového spínače
Namontujte časový spínač k 3/4“ závitu zahradního kohoutku. 

Na vjeho výstup napojte zavlažovací systém. 

3. Otevřete přívod vody
Při provozu musí zůstat přívod vody otevřený.

Pozor: 
Nikdy nekombinujte alkalické, standardní  nebo dobíjecí baterie.

Časový spínač je nyní v režimu párování a každých 5 sekund blikne modrá LED dioda. 
Uslyšíte také dvě cvaknutí s odstupem 6 sekund, což je normální a kontroluje, zda ventil  
je uzavřen.

Gratulujeme!
Váš časovvý spínač je nyní uveden do provozu. 
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Další funkce časového spínače

Ruční zalévání
Časový spínač má funkci ručního zavlažování, která umožní spustit závlahu bez rušení 
naprogramovaného plánu zavlažování. Používá se k testování zařízení, nebo pro spuštění 
samostatného cyklu závlahy.

Na časovém spínači režim ručního zavlažování aktivujete stisknutím a podržením tlačítka 
On/Off po dobu 3 sekund. V aplikaci B-hyve můžete přednastavit dobu manuálního cyklu 
(přejděte do Nastavení> Zařízení> Zařízení> Přednastavená doba závlahy). Výchozí  
doba je10 minut.

Zastavení závlahy
Probíhající závlahu můžete kdykoli zastavit v režimu ručního i automatického provozu 
stisknutím tlačítka On/Off.

Indikace stavu zařízení pomocí LED diody
LED dioda zobrazuje pomocí barvy a intervalu blikání stav časového spínače.

Barva Režim Interval Popis

Modrá Bliká každé 2 s po dobu 10 min Režim párování

Modrá/Bílá Střídání každé 3 s Bluetooth úspěšně 
připojen

Zelená Bliká každých 5 s po dobu 5 min Probíhající 
zavlažování

Červená Bliká každých 5 s Nízké napětí baterií

Žlutá Bliká každých 10 s

Odložení 
zavlažování: 
aplikace odložila 
závlahu podle 
nastavených 
parametrů

Bílá Bliká každé 2 s Aktualizace zařízení

Modrá/Žlutá Střídání každé 2 s dokud není 
připojen

Pokus o opětovné 
připojení k vašemu 
chytréhmu zařízení

Červená/Modrá/Bílá Střídání každé 2 s Identifikace zařízení



7

Pozor: 
Tento spínač je určen pouze pro studenou vodu!

Poznámka: 
Pokud kdykoli potřebujete znovu provést spárování, stiskněte 5 x rychle tlačítko On/Off.

Poznámka: 
Pokud vyjmete nebo vyměníte baterie, budete muset znovu připojit Bluetooth pro 
nastavení správného času a data.

Výměna baterií
Vyměňte baterie vždy, když zařízení každých 5 sekund blikne červeně, nebo když  
Vás upozorní mobilní aplikace.
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AGF - ZÁVLAHY

tel.:  792 312 119
e -mail:obchod@agf-zavlahy.cz
www.agf-zavlahy.cz

PRODEJNÍ SKLAD ,   VÝDEJNÍ MÍSTO E-SHOPU
a KONZULTAČNÍ MÍSTNOST

Nad Spádem 641/20  
147 00 Praha 4

Otevírací doba po předchozí telefonické dohodě


